KOLKATA Metro Rail Corporation Limited
(Govt. of India Undertaking)
(KMRCL Bhawan, 2< & 3 Floor, Munsi Premchand Sarani, Kolkata-700021
(Telephone: 033-2213-4345, FAX:033-22] 3-4380)

KMRCL has awarded the contract TW [R] for

NOTICE INVITING QUOTATION

NIQ No Civil/1 of 2014-2015 of Managing Director/KMRCL

“design, construction, manufacturing, supply, installation,

testing, commissioning of frack work and installation of third rail ( Salt lake Sector V to Howrah Maidan
including within central park depot )" to Kalindee- Rahee [JV].

In connection with that contract, sealed quotation in prescribed enclosed format are invited by the

Managing Director, KMRCL from bonafide, reliable, resourceful and ex
agencies

perienced inspection & testing
having experience of similar works under any Railway organization for the work as

mentioned below:

| O1.

Name of work Inspection & witnessing of tests for HH Rails & Overseas components of
Ballastless Track Fastening at Austria, China & UK in connection with
Phase-l of Kolkata East West Metro Corridor under KMRCL as per QAP
enclosed.

Description of | Schedule of Material enclosed in Annexure-1
Material

Eligibility Criteria

Proof of experience of satisfactory execution of similar type of inspection and testing work of
HH Rails under any Metro Railway organization in India during last five years including current
financial year .

The prospective applicant will have to give affidavit that applicant has neither abandoned
any work nor any of their contract rescinded during last three years. Such abandonment or
rescission will be considered as disqualification towards eligibility.

04

All machinery, materials, equipment etc. required for inspection and testing shall be provided
by the Manufacturer/supplier. Any other incidentals apart from those provided by the
manufacturer/supplier shall be arranged by quotationer at own cost from approved sources.

05

Conditional quotation will not be accepted.

06

Statutory deduction towards ST, IT as well as other applicable taxes [ if any ] shall be deducted
from bill.

07

Date of Submission and Time Till 01.05.2014 upto 15.00 hrs IST

08

Date and Time of Opening 01.05.2014 at 15.30 hrs IST.

09

The rate must be quoted in INR in both in words and figures. The quotations must be signed by
the quotationers with stamp/seal and the address (full) of the quotationer must be written in
block letter. The quoted rate must be legible. Any deletion/omission/addition must be duly
signed by the quotationer. In absence of signature with date, quotation will be treated as
cancelled.

10

The Managing Director, KMRCL reserves the right o accept or reject any quotation without




assigning any reason.

11

Address for Communication

Chief Engineer

Kolkata Metro Rail Corporation Limited.
KMRCL Bhawan, 2@ & 3rd Floor

Munshi Premchand Sarani,
Kolkata-700021

Ph: +913366071123

Managing Director
KMRCL




Annexure- 1

SCHEDULE OF MATERIAL FOR TESTING

1 Rail Inspection & witnessing of tests for Head Hardened Rail of 40E1,1080
Grade as per specification of IRS-T-12-2009 with up to date
amendments and approved Inspection & testing plan [ITP]
enclosed.

A Product & Quantity 2700MT of HH Rail required for Phase-l of the project.

B Manufacturer's Name Voestalpine Schienen GmbH, Austria

C Specification IRS-T-12-2009 with up to date amendments along with approved ITP

D Inspection Location Kerpelystrasse 199, 8700 Leoben, Austria

L Rail Fastening Inspection & wilnessing of tests for Pandrol, UK Brand DRBA
Ballastless Rail fastening components approved Inspection &
testing plan [ITP] enclosed.

A Product & Quantity Approximately Approximately 64,000 No Base Plate
1,27,000 No e-2007 | 1,62,000 No | Pad [ Pandrol
rail clips compression springs | component code :

[Pandrol component | 14613 ]
code: 10108 ]

B Supplier's Name Pandrol, UK at | Andrews Fasteners, | Dong Guan Wan Tai
Worksop UK [ Manufactured | Rubber Co., Ltd

by Performance
Springs]
C Specification Specification & TP of Pandrol, UK as approved by KMRCL
D Inspection Location Worksop, Lancashire, UK Dongguan City,

Nottinghamshire, UK China




FORMAT FOR SUBMISSION OF QUOTATION

Name of the work : Inspection & witnessing of tests for HH Rails & Ballastless Track Fastening
Components at Austria, China & UK in connection with Phase-l of Kolkata East West Metro Corridor
under KMRCL as per QAP enclosed.

Schedule of Works

S| | Description of item Quantity Rate Amount

1| Inspection & witnessing of tests for HH | 6 man-days
Rails in Austria as per QAP & ITP [per
man days] and submission of report

2 | Inspection & witnessing of tests for | 8 man-days
DRBA Components in UK as per QAP
& ITP [per man days] and submission
of report

3 | Inspection & witnessing of tests for | 8 man-days
DRBA Components in China as per
QAP & ITP [per man days] and
submission of report

Note :

i) The rate must be inclusive of all taxes of State Government, Union Government and all other
incidental charges.

i) The rate quoted should include all costs towards travelling, sojourn, overtime, inspection at
night time, Saturdays/Sundays/public holidays as well as cost of courier etc.

i) Service tax can be quoted seperately as applicable.

iv) Schedule of Material & Terms of reference & Inspection and testing plan for the work are
enclosed in Annexure-1, Annexure-2 & Annexure-3 respectively.

v)  Payment will be made on proper submission of test reports along with bill invoice.

Name of the tenderer




Annexure-2

OUT LINE OF QAP

HH Rails
Two visits [ two mandays] before each shipment

Scope of work :

A.

—

ok ol ol o e

C.

1)

Witnessing of Test on Liquid Steel & Bloom

Traceability of bloom, cross-section area of bloom
Measurement of hydrogen content in liquid steel by Hydris on line measurement.
Chemical composition [ chemical composition of rail steel ]

Witnessing of Test during Rolling & Finished Rail

Identification of bloom at bloom stack yard.
Bloom re-heating.

Hot saw-sampling

Online USFD testing

Dimensional test

Acceptance test

a) Product Chemistry

b) Tensile test

c) Hardness

d) Sulphur Print

e) Falling weight test

f)  Product Hydrogen
g) Inclusion rating level

h) - Micro structure & Macro structure test.
Reviewing the qualifying test [ as per IRS T-12-2009] to be conducted.

All the above tests to be conducted as per the requirements of IRS-T-12-2009 with latest
Addendum & Corrigendum

Notes

The inspection & witness of testing of rails shall be carried out as per the requirements of IRS-T-
12-2009 with latest Addendum & Corrigendum and the Inspection and Test Plan as approved
by Kolkata Metro Rail Corporation Limited.

The inspection & witnessing agency shall be responsible for submission of the detail inspection
findings in soft copy and in hard copy to the client within two weeks from completion of
inspection.

The inspection & witnessing agency shall clearly identify in the report the extent of compliance
or non compliance against each parameter as mentioned in the said Inspection and Test Plan.
Report Formats shall be as per Annexure — 9 and Annexure — 10 of IRS-T-12-2009 with latest
addendum and corrigendum.

The tests as mentioned in the ITP shall be carried out by the supplier in the laboratory approved
by KMRCL.

Only approved Templates and Gauges by KMRCL shall be used during inspection.




7)

Templates/Gauges/Instruments used for inspection shall have valid calibration at the time of
Inspection. Cadlibration certificates of each instruments, templates and gauges used in
inspection shall be an integral part of the report.

8)  Accepted rails shall bear the mark/seal of the inspecting officials.

9)  Certificate of Conformance shall be issued by the inspecting agency along with the test results.
10)  KMRCL officials reserves the right to be present in testing procedure as and when necessary.
DRBA Components

Scope of work :

L

Samples have fo be collected and witness the tests for all the components of the fastening
system as per the KMRCL specifications with relevant EN standards and codes and as per the
suppliers Quality plan approved by KMRCL before each shipment.

2. The inspector has to review and comment on the quality control documents maintained by the
supplier.

3. The inspection report should be submitted within 10 days of the inspection.

4.  Certificate of Conformance shall be issued by the inspecting agency along with the test resuls.

S.  KMRCL officials reserves the right to be present in testing procedure as and when necessary.

Tests at UK

[two man days per visit ] - One manday for e-clip and one man day for compression spring.

1.

2

e 2007 Rail Clip [ Based on Pandrol UK Quality plan and EN standards at Pandrol UK Limited,
Worksop |

Compression Spring [ Pandrol component code : 10108 ] Based on the Pandrol, UK Quality plan
and EN Standards at approved supplier of Pandrol, UK [ Andrews Fasteners, UK/ manufactured
by Performance Springs, UK ]

Test at China
[ two mandays per visit]

s

Base Plate Pad [ Pandrol component code : 14613 ] Based on the Pandrol, UK Quality plan and

EN Standards at approved supplier of Pandrol, UK [Dong Guan Wan Tai Rubber Co. Ltd at
Dongguan City, China ]




TERMS OF REFERENCE

The quotationer should furnish the details of experience/credential in testing of Rail & Fastening
systems.

The tenderer should not be the inspecting agency engaged by the supplier/contractor for the
same consignment.

Detailed Bio-Data of the inspecting officials has to be enclosed for each country wise including
previous experience in the similar nature of work.

All the tests have to be witnessed and certified as per relevant code as well as inspection &
testing plan approved by KMRCL as mentioned in outline QAP.

Relevant EN standards and codes and manuals for the testing have to be collected well in
advance before testing.

In case of confusion/contradiction in between QAP, codes , standards and ITPs, the matter
shall be brought to the notice of KMRCL and the decision of KMRCL shall be final.

Schedule for the testing will be advised at least 7 days in advance by KMRCL.
Equipments and gadgets for the testing will be provided by the supplier.
Calibration of testing equipments shall also be checked.

The quantity mentioned in the schedule may vary upto +25% and same rate will be applicable
for additional quantity [ if any ].

The rate will be valid for 1 year from date of opening of quotation.

Any defect/damage, which is of manufacturing origin observed in HH Rails and fastening
components at the time of receipt of or thereafter shall be of the responsibility of the inspection
agency.

The Terms of reference will form a part of the contract .

Any dispute regarding any matter related to this contract will be under the jurisdiction of
Calcutta High Court.

Managing Director




